
M SERIES INTAKE KIT - Instructions For Installation : 
 

 

 

Remove windshield rubber band - Remove 
foam - Loosen bolt and remove this section of 
the air intake. 

Once removed, take off stock filter, cut a larger hole using a holesaw or utility knife.  Install 
included vent (see pic).  You will be able to reuse  of the stock holes (circled) but will have to redrill 
them to accommodate the push darts supplied. Use a # 19 drill bit for the push darts.   Align those 3 
holes, then mark the others.  Before installing new vent, be sure to blow out/check inside of airbox 
to ensure no debris remains.  Install new vent with push darts supplied.  Reinstall airbox. 

  

  
Place new block off in appropriate place and mark and drill holes (circled) using a 
#19 drill bit to drill the hole for the push darts you will use here.  You may have 
to bend the tabs a little and bend the blockoff a little to make it fit tightly.  
 
To seal the edges of the blockoff, you can use aluminum heat tape or you can 
rivet the blockoff plate to your hood.  If you put rivets in, be sure to place them 
close enough to the edge (see x’s) and far enough out that the plate will seal as 
tightly as possible.  Rivet from the top side for a better look.   

Hold vents up to where the stock stickers are and mark and drill 
3/16” rivet holes.  Remove stickers if you choose.  Cut holes in 
between the rivet holes using a holesaw or large drill bit.  Install 
vents using small head rivets supplied. 
 
Check under the hood and be careful when cutting – look for the 
headlight supports and be sure not to cut those as your headlight 
will not stay in. 

 


